
Acumen GPS Track

www.acumengpstrack.com

We are one of the leading Importer & manufacturer for various
kinds of GPS devices, catering since last 7 years across the na�on
to various kinds of clients. We have contractual manufacturing
units, where we can manufacture any kind of GPS based devices
and can customize as per client requirement.  
We known for stable & quality products  along with best a�er sales 
support, commi�ed to cater all types of GPS based devices for Fleet 
Management/Child & Personnel Tracking /Assets Tracking/ EV/
Video Telema�cs.

DEMO ID - DEMO8877
PASSWORD - Demo123456

Acumen GPS Track:



Acumen - X1 (4 Wire)

Acumen

Acumen GPS Track

GPS+GSM Chipset

Dimension

Weight

Standby

Working Temperature

Consump�on

Network

Band

GPS Accuracy

GPS Sensi�vity

MTK2503AV

77*28*12mm

30g

2.5 Hours

-20°C to +55°C

5mA~50Ma

GSM/GPRS/GPS, TCP/IP

850/900/1800/1900 Mhz

10m

-159dBm

GPS+GSM Chipset

Dimension

Weight

Standby

Working Temperature

Consump�on

Network

Band

GPS Accuracy

GPS Sensi�vity

MTK2503AV

79*34*12mm

50g

2.5 Hours

-20°C to +55°C

5mA~50Ma

GSM/GPRS/GPS, TCP/IP

850/900/1800/1900 Mhz

10m

-159dBm

@Acumen GPS Track

- X2 (SOS + Mic)

Fuel/Engine
Cut ON/OFF

Real Time
Tracking

ACC 
Detection

150 MaH
Inbuilt Battery

1500 Data Logs
Storage

OTA Supported

DC - 9V TO 90V

Fuel/Engine
Cut ON/OFF

Real Time
Tracking

ACC 
Detection

150 MaH
Inbuilt Battery

1500 Data Logs
Storage

OTA Supported

DC - 9V TO 90V
SOS+MIC

Compatible

Fuel/Engine
Cut ON/OFF

Real Time
Tracking

ACC 
Detection

150 MaH
Inbuilt Battery

1500 Data Logs
Storage

OTA Supported

DC - 9V TO 90V



Acumen

Acumen - X4-4G

Acumen GPS Track

GPS+GSM Chipset

Dimension

Weight

Standby

Working Temperature

Consump�on

Network

Band

GPS Accuracy

GPS Sensi�vity

MTK2503AV

77*28*12mm

35g

2.5 Hours

-20°C to +55°C

5mA~50Ma

GSM/GPRS/GPS, TCP/IP

850/900/1800/1900 Mhz

10m

-159dBm

GPS+GSM Chipset

Size

Working temperature

Storage temperature

RAM

Frequency band

Maximum output

Receiving sensi�vity

Posi�oning accuracy

ASR1603S+LAN+5311

87(L)*35.5(W)*11(H)mm

-20°C to +60°C

-20°C to +70°C

8M Flash+16M RAM

LTE: 

22.5dBm

-102dBm

＜1m

B1/2/3/5/7/8/12/17/20/34/38/39/40/41,
GSM-:850/900/1800/1900 Mhz

@Acumen GPS Track

- X7 (SOS+AC)

Fuel/Engine
Cut ON/OFF

Real Time
Tracking

ACC 
Detection

150 MaH
Inbuilt Battery

1500 Data Logs
Storage

OTA Supported

DC - 9V TO 90V
AC 

Detection

Fuel/Engine
Cut ON/OFF

Real Time
Tracking

ACC 
Detection

150 MaH
Inbuilt Battery

1500 Data Logs
Storage

OTA Supported

DC - 9V TO 90V
Jio Sim

Supported
4G Enabled

14(4G) Bands Supported



Acumen - OBD G500M

Acumen GPS Track

OBD Port

GPS/GSM Chipset

Dimension

Weight

Standby

Working Temperature

Consump�on

Network

Band

GPS Accuracy

Tracking sensi�vity

Support 16 pin standard OBDII port

MTK high sensi�vity chip

50*38*25mm

40g

2.5 Hours

-20°C to +70°C

5mA~50Ma

GSM/GPRS/GPS, TCP/IP

850/900/1800/1900 Mhz

10m

-165dBm

Acumen - Car Charger

GPS+GSM Chipset

Dimension

Weight

Working Frequency

Opera�ng temperature

Storage temperature

Loca�on accuracy

Frequency band

Dynamic output range

Receiving Sensi�vity

MTK2503D+AT6558R

61.7(L)*41(W)mm

54g

9-36V DC

-20°C to +60°C

-20°C to +70°C

<5m

850/900/1800/1900 MHZ

-15~ -108dBm

-107dBm

@Acumen GPS Track

Real Time
Tracking

ACC 
Detection

150 MaH
Inbuilt Battery

1400 Data Logs
Storage

OTA Supported

DC - 9V TO 36V

Voice
Monitoring

Real Time
Tracking

ACC 
Detection

Dual USB
Port

1400 Data Logs
Storage

OTA Supported

DC - 9V TO 36V

Voice
Monitoring

OTA+FOTA
Supported



Acumen - GF 30 (1500 MaH)

Acumen - GF 40(3000 MaH)

Acumen GPS Track

GPS+GSM Chipset

Dimension

Weight

Standby

Working Frequency

Tracking sensi�vity

Loca�on accuracy

Working voltage

Standby & Working consump�on

MTK high sensi�vity chip

74*36.5*30 mm

80g

3-4 Days

850/900/1800/1900 MHZ

-165dBm

<10 meters CEP

5VDC

5mA~50mA

GPS+GSM Chipset

Dimension

Weight

Standby

Working Frequency

Tracking sensi�vity

Loca�on accuracy

Working voltage

Standby & Working consump�on

MTK high sensi�vity chip

68*42*24mm

100g

5-6 Days

850/900/1800/1900 MHZ

-165dBm

<10 meters CEP

5VDC

5mA~50mA

@Acumen GPS Track

Real Time
Tracking

1500 MaH
Li-polymer Battery OTA Supported

Voice
Monitoring

Rechargeable

Strong Magnet

Real Time
Tracking

3000 MaH
Battery

(5-6 Days)

OTA
Supported

Voice
Monitoring

Rechargeable



Acumen - M60(6000 MaH)

Acumen - X10 (10000 MaH)

Acumen GPS Track

GPS+GSM Chipset

Built in Ba�ery

Dimension

Weight

Frequency band

RAM

GPRS

Maximum output power

Receiving sensi�vity

Posi�oning accuracy

MTK2503D

83.5(L)*56.5(W)*28.5(H)mm

181g

850/900/1800/1900 MHZ

32MB+32MB

Class2, TCP/IP build in GSM Module

GSM 850/900: 33.0±3dBm GSM 1800/1900: 

30.0±3dBm-102dBm

<5-10m

GPS+GSM Chipset

Built in Ba�ery

Dimension

Weight

Frequency band

GPRS

Working current

Working voltage

Posi�oning accuracy

Standby current

Working temperature

Storage temperature

     10

L86*W62*H30MM

255g

850/900/1800/1900 MHZ

Class2, TCP/IP build in GSM Module

DC 5V

<5-10m

<3.5uA

-25°C ~ +75°C

-40°C ~ +85°C

Rechargeable polymer lithium ba�ery 
(3.7V, 10000 MaH)

Mo�on Model:46mA@4V, The Sta�c Current:
7.5mA@4V, Power Saving Mode: 70uA@4V

RC

@Acumen GPS Track

Real Time
Tracking

6000 MaH
Battery

(12-15 Days)

OTA & FOTA
Supported

Voice
Monitoring

Rechargeable

630 Data Logs
Storage

GPS+Beidou+LBS

Real Time
Tracking

10000 MaH
Battery

(16-18 Days)

OTA & FOTA
Supported

Voice
Monitoring

Rechargeable

2000 Data Logs
Storage

GPS+Beidou+LBS

Rechargeable polymer lithium ba�ery
(3.7V, 6000 MaH)



Acumen - Blue ID Card

Acumen GPS Track

GPS+GSM Chipset

Assisted Chip

Built in Ba�ery

Dimension

Weight

Frequency band

GPRS

Working voltage

Posi�oning accuracy

Standby current

Working Temperature

Humidity

MT6 261

AT6558R + MT5931

1500MAh Li-polymer ba�ery

85.5*54*7.2mm

46g

850/900/1800/1900 MHZ

Class2, TCP/IP build in GSM Module

DC 5V

<5-10m

<3.5uA

-20°C～45°C

5%～95%

Acumen - AT 06

GPS+GSM Chipset

Assisted Chip

Built in Ba�ery

Dimension

Weight

Frequency band

GPRS

Working voltage

Posi�oning accuracy

Standby current

Working temperature

Humidity

MT6261/2503

AT6558R + MT5931

850MAh Li-polymer ba�ery

50*29.3*15.3mm

30g

850/900/1800/1900 MHz

Class2, TCP/IP build in GSM Module

DC 5V

<5-10m

<3.5uA

-20°C～45°C

5%～95%

@Acumen GPS Track

Real Time
Tracking

1500 MaH
Battery

(3-4 Days)

Dual
Communications

Rechargeable

GPS+AGPS+LBS+WifiMake and Receive
Calls

Real Time
Tracking

850 MaH
Battery

(1-2 Days)

Dual
Communications

Rechargeable

GPS+AGPS+LBSMake and Receive
Calls



Acumen - Z1 Cam (AI Dash Cam)

CPU

GPS+GSM Chipset

GNSS

G-sensor

I/O ports

Front Camera

Rear

Video recoding

Video standards

Video resolu�on

Compression format

Dimension

Weight

Network/Band

GPRS

Posi�oning Accuracy

Opera�on Temperature

Tracking sensi�vity

Acquisi�on sensi�vity

Memory

ARM Dual-Core processor@1.5GHz

Quectel EC200A

GPS+BDS(with external G-mouse)

3-axis accelera�on sensor

2 digital input,1 digital output, 1 RS232

1080P ADAS

720P IR night vision DMS

H.264/H.265, default H.264

PAL , NTSC

Total 1080P at 100 fps

G.711A

120mm*77mm*55mm

240g

Class2, TCP/IP build in GSM Module

<2M CEP

O O-20 C to +70 C

-162 dBm

-148 dBm

DDR3 2Gb + TF card(512G)

FDD LTE: B1/B3/B5/B7/B8/B19/B20 TDD LTE: B38/B39/B40/B41

(100M)WCDMA: B1/B2/B5/B8 GSM: 850/900/1800/1900MHz

Acumen GPS India Pvt. Ltd.
D-20/12 Okhla Vihar Jamia Nagar near by SBI ATM Pin Code 110025

Contact us: sales@acumengpstrack.in
+91 9311346411, +91 9289820096, +91 9289820097, +91 9953453786

Acumen GPS Track

Real Time
Tracking

10000 Data Logs
Storage

OTA+FOTA
 Supported

DC - 9V TO 36V

Voice
Monitoring

Fuel/Engine
Cut ON/OFF

TF Card Supported
 Upto 512GB

4G Connectivity

Live Video Monitoring
1080+720P High video quality

ADAS+DMS Integrated

ACC Detection
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